KAR KRAFT SYSTEMS, LLC 20 PRIVILEGE ST. WOONSOCKET, RI 02895

TEL. NO. (401) 769-6100

MATERIAL SAFETY DATA SHEET           DATE PRINTED:8/20/2009
KKP‑6 FAST N EZPRIVATE 

DOT: NAERG‑2000 Guide # - 128

Hazardous Ingredients

OSHA PEL

ACGIH TLV

%

CAS Number/List



ppm


ppm

===================================================================Mineral Spirits (1)


500 


100 


10‑30

8052‑41‑3          

VM&P Naphtha (2)         

500    
   
300    
   
30‑60

64742‑89‑8        

Kaolin (dust)



0.1 mg/m3

0.1 mg/m3

3‑7

66402‑68‑4

(1) This component may contain 3.5 % 1,2,4‑Trimethylbenzene (CAS No: 95‑63‑6) which is subject to the reporting requirements of Section 313 SARA Title III.

(2) VM&P Naphtha contains less than 8% Xylene (CAS No: 1330‑20‑7) which is subject to the reporting requirements of Section 313 SARA Title III.

Physical/Chemical Characteristics

===================================================================Milky liquid with solvent odor. Insoluble in water.

Specific Gravity = 0.838

Fire Hazard Data

===================================================================Flash Point 77 F. Flammable. Use foam, water fog, carbon dioxide, or dry chemical extinquisher.

Reactivity Data

===================================================================Stable. Will not polymerize. Avoid contact with strong oxidizing agents.

Health Hazard Data

===================================================================Routes of entry: Skin, inhalation and ingestion.

Health Hazards: (acute) Irritant. Can cause irritation to skin, eyes, and gastrointestinal system. (chronic). Prolonged and excessive exposure to respirable crystalline silica may cause the lung disease ‑ silicosis.

Kaolin (dust) may contain more than 1% crystalline silica. The IARC has determined that there is sufficient evidence of the carcinogenicity of crystalline silica to experimental animals and that there is limited evidence of its carcinogenicity to humans. Neither NTP or OSHA has listed silica as a carcinogen.
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Symptoms of exposure: Skin dryness. Breathing of dust or mist can cause mild to severe irritation of nasal or respiratory passages.

Condition aggravated by exposure: Pre‑existing skin, eye and respiratory disorders may be aggravated by exposure.

Emergency and First Aid Procedures: Wash skin with water for 30 minutes, and remove any wet clothing. Flush eyes with water for 15 minutes and get medical attention immediately. If swallowed, do not induce vomiting. If conscious give large amounts of water or milk. Never give anything by mouth to an unconscious or convulsing person. 

Precautions for Safe Handling and Use

===================================================================For Spills: Use absorbent. Dike and recover spilled material. Rinse spill area with clear water. Keep out of drains and sewers. 

Waste Disposal: Meet provisions for flammable liquid wastes. Do not release to land, streams or surface waters. Review all local, state, and federal regulations for disposal procedures.

Precautions for Handling and Storing: Follow storage and handling procedures for flammable liquids. Use in well ventilated area. Remove sources of ignition. Do not store near acids or acidic materials and oxidizers.

Control Measures

===================================================================Respiratory Protection: Use approved respirator for dust concentrations above TLV when using this product with high speed or orbital buffer.

Ventilation: Use explosion proof mechanical exhaust for dust generated when using this product with high speed or orbital buffer.

Protective Gloves: Wear waterproof gloves.

Eye Protection: Wear splash‑proof goggles especially when using this product with high speed or orbital buffer.

Other Equipment: To prevent prolonged or repeated contact with liquid, wear impervious clothing and boots.

Work Practices: Prevent splashing. Avoid contact with eyes, skin and clothing. Eye wash fountain and safety shower should be easily accessible. Provide adequate ventilation. Wash hands after use and before eating or smoking. Remove contaminated clothing promptly and wash thoroughly before reuse.
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EPA Supplier Notification

===================================================================This mixture contains the following chemicals subject to the reporting requirements of section 313 of Title III of the Superfund Amendments and Reauthorization Act of 1986 and 40 CFR Part 372: Xylene, 1,2,4‑Trimethylbenzene. SARA 311/312 Hazard Categories: Fire hazard and Immediate Health Hazard. 
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