KAR KRAFT SYSTEMS, LLC 20 PRIVILEGE ST. WOONSOCKET, RI 02895 

TEL. NO. (401) 769-6100

MATERIAL SAFETY DATA SHEET           DATE PRINTED:8/20/2009
MW-300 PLATINUM WHEEL BRIGHTENERPRIVATE 

DOT: NAERG‑2000 Guide # - 154

Hazardous Ingredients

OSHA PEL

ACGIH TLV

%

CAS Number/List



ppm


ppm

===================================================================Ammonium Bifluoride


35 as NH3

25 as NH3

< 15

1341‑49‑7 (SARA 313)


2.5 mg/m3 as F
2.5 mg/m3 as F

Sulfuric acid  



3.0 mg/m3

1.0 mg/m3

< 5

7664‑93‑9 (SARA 313)

2‑Butoxyethanol



25 (skin)

25 (skin)

< 5

111‑76‑2 (SARA 313)

Physical/Chemical Characteristics

===================================================================Clear maroon liquid. Soluble in water. Slight cherry odor.

Specific Gravity = 1.008

Fire Hazard Data

===================================================================Not combustible. Flash Point not applicable.

Use alcohol foam, C02, dry chemical or water as necessary for surrounding fire. Use self-contained, full face breathing apparatus.

Reactivity Data

===================================================================Stable. Will not polymerize. Incompatible with strong alkali (base) materials and oxidizers. Hazardous decomposition products: CO, CO2.

Health Hazard Data

===================================================================Routes of entry: Inhalation and skin absorption.

Health Hazards: (acute) Corrosive. Can be damaging to skin, eye, and lungs. Avoid all skin contact. Can cause painful burns which may be delayed. Severity of injury depends largely on product concentration and duration of exposure. Immediate action is necessary to limit severity of injury. Not listed as OSHA, NTP or IARC carcinogen.

Symptoms of exposure: Skin and eye burns, dizziness.

Condition aggravated by exposure: Dermatitis

Emergency and First Aid Procedures: Wash skin with water, and remove any wet clothing, including shoes and socks. Flush eyes with water for 15 minutes and get medical attention immediately. If swallowed, seek medical attention immediately. If inhaled move to fresh air. Consult physician at once.
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MW-300, PLATINUM WHEEL BRIGHTENER
Precautions for Safe Handling and Use

===================================================================For Spills: Use absorbent. Dike and recover spilled material. Keep out of drains and sewers. Contaminated area should be neutralized. Rinse spill area with clear water.

Waste Disposal: Meet provisions for corrosive liquid wastes. Do not release to land, streams, sewers, or surface waters. Review all local, state, and federal regulations for disposal procedures.

Precautions for Handling and Storing: Follow storage and handling procedures for corrosive liquids. Use in well ventilated area. Wear splash proof goggles and acid resistant gloves. Protective equipment must be worn when working with this material. Protect from spray and splash.

Control Measures

===================================================================Respiratory Protection: Use high efficiency particulate filter respirator with full face shield.

Ventilation: Use adequate ventilation, or open doors to increase ventilation. DO NOT ATOMIZE (MIST) PRODUCT.

Protective Gloves: Wear acid resistant gloves.

Eye Protection: Wear face shield or splash‑proof goggles.

Work Practices: Avoid getting material on skin or in eyes. Avoid inhaling vapor. Do not wear contact lenses while working with this material. Use acid resistant gloves, boots, and apron. Remove contaminated clothing. When diluting material, add the material to the water; do not add water to the material. Spills can be neutralized with lime or soda ash. Clear area and flush with water. Use care to avoid splashing and splattering. Wash hands after use and before eating or smoking. Wear protective equipment. Wash any exposed skin with water. Remove any wet clothing. Do not smoke near or while using this material.

EPA Supplier Notification

===================================================================This mixture contains the following chemicals subject to the reporting requirements of section 313 of Title III of the Superfund Amendments and Reauthorization Act of 1986 (SARA) and 40 CFR Part 372: Ammonium Bifluoride, 2-Butoxyethanol, Sulfuric acid. Ingredients included on the List of Extremely Hazardous Substances for SARA Emergency Planning: Sulfuric acid. Tier I/Tier II Hazard Categories (40 CFR 370) for this material: Immediate Health Hazard.

Proper D.O.T. Shipping Classification:
Corrosive Liquid, Acidic, Inorganic, n.o.s., 8, UN3264,II (contains Ammonium Bifluoride)
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